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ICL-8100

Features

Short Description Ordering Table

Type Order code

24VDC

Accessories Order code

CAB-COM-2m

PSU-1000S/95-265VAC

PanBox 1x8

Safety Instructions

Warning!

Device Overview

Power LED

green:System OK

yellow: System Stop

Connector X3

Receiver No. 5-8

Connector X4

Transmitter No. 1-4

Connector X6

Receiver No. 1-4

Connector X1

-Supply voltage

-Ground

-Analog output

-Test input
Status LED

LED red/green

Channel LED

8x LED yellow/red/green
Operator button

COM-Connector

RJ45 plug

Connector X5

Transmitter No. 5-8

Connector X2

Switching output No. 1-8

Dip switch
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ICL-8100

Dimensions (in mm)

Connection Diagram

Technical Data (at 20 °C / 68 °F)
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manual / automatic

   Channel

100 mA / 24 V DC
2

100 mA / 24 V DC

Analog output

V0

Mounting

Phoenix Contact

1

2

24 V DC

21 3 4 5 6 7 8

ANALOG NC NCTEST
M/S ALARM

S

M24V DC

24V DC/2mA 24V DC0...10V DC

Connection
X1

Master/
Slave

Operation
voltage

Test
input

Alarm
output

Analog
output

OUT1 OUT3 OUT5 OUT7

24 V / 100 mA

6 7 854321

OUT2 OUT4 OUT6 OUT8

21 3 4 5 6 7 8

Switching output

Load Load LoadLoadLoadLoadLoadLoad

Connection
X2 IR5 IR6 IR7 IR8

IR7

IR8

IR6

IR5

21 3 4 5 6 7 8

Receiver

Connection
X3

IT3 IT4IT2IT1

IT1

IT2

IT3

21 3 4 5 76 8

IT3

IT4

Transmitter

Connection
X4

IT7 IT8IT6IT5

IT6

IT7

IT8

21 3 4 5 76 8

IT5

Transmitter

Connection
X5

IR1 IR2 IR3 IR4

IR3

IR2

IR1

21 3 4 5 76 8

IR4

Receiver

Connection
X6


