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IMX-A830

Features

Safety Instructions

Warning!

Short Description

Ordering Table

Operation voltage Order code

Accessories Order code

Device Overview

8-CHANNEL

INFRARED AUTOMATIC

MULTIPLEXER

FUNCTION

Switching mode
Transmit Power
Level-Delay
Range

Switching ON-Delay
Switching OFF-Delay

OPTION
1-7 green

1
2
3
4

6
7

PROGRAM MODE TEST MODE

OPTION
1-7

1-7 green

1 red
2 red

MEANING

Signal strength

no Transmitter detected
no Receiver detected

OPTION 8
green

light
low
on

short

red

dark
high
off

long

OPTION 1-7 red
OPTION 1-7 red

TEST

RESET

CHANNEL

OPTION
PROGRAM MODE / TEST MODE

TEST

RESET

H1

S1

H12

H2

S2

H13

H3

H14

H4

H15

H5

H16

H6

H17

H7

H18

H8 H9

H10 H11

H1-8 �

H9 �

�

H18 �

S1 �

S2 �
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IMX-A830

Dimensions (in mm)

Connection Diagram

Technical Data (at 20 °C / 68 °F)

6 T

   

pnp

IMX-A830...AC: 

IMX-A830/24VDC: 

Test input �

�

�

Alarm

PNP

Alarm V. SUPPLY
P/N
1

P/N
2

P/N
3

P/N
4

P/N
5

P/N
6

P/N
7

P/N
8

P/N
+Alarm

4

5

6

7

8

3

2

1

from
master

Voltage supply
following

slave
devices

Transistor outputs

Ground
(Not for DC-Devices)

Transmitter Receiver

Caution!

110

3
5

2
0

7
5

149

6

6
0
,3

RL RLRLRLRLRL RL RL

V. SUPPLY
P/N
1

P/N
2

P/N
3

P/N
4

P/N
5

P/N
6

P/N
7

P/N
8

P/N
+Alarm

external
supply

12 ... 30 V DC

RL RLRLRLRLRL RL RL

V. SUPPLY
P/N
1

P/N
2

P/N
3

P/N
4

P/N
5

P/N
6

P/N
7

P/N
8

P/N
+Alarm

external
supply

12 ... 30 V DC

NPN-circuit

PNP-circuit


