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PSU-1200S

Features

Operation voltage 95 ... 265 V AC / 47 ... 63Hz

Output voltage 15 / 24 V DC

Mounting for DIN rail EN 60715

Safety Instructions

Warning!

Short Description

operation voltage (EN 61558).

24 V DC / 450 mA.

Device Overview

Switching-on delay

Potentiometer

Current overload

LED red

Input status

LED green

Connection (top)

-Output voltage
24 V DC

-Sensor NPN/PNP

Output voltage 24VDC

LED green

Output voltage 15VDC

LED green

Switching-off delay

Potentiometer

Connection (down)

-Operation voltage
95...265VAC

-Relay output

Functions

2x DIP switches

Relay status

LED yellow

T-ON

TIMER

T-OFF

CURRENT
OVERLOAD

RELAY-
STATUS

15 V DC
INPUT-
STATUS

24 V DC

dark

15 vdc

light

24 vdc

AC-DC POWER SUPPLY
PSU-1200

NCCOM NO INPUT 95 - 265 VAC

OUTPUT VOLTAGE

NPNPNP

SENSOR

PNP

Ordering Table

Type Order code

Accessories
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PSU-1200S

Dimensions (in mm)

Connection Diagram

Technical Data (at 20 °C / 68 °F)
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Sensor
input

connection
(top)

Output
voltage

PNP NPN

OUTPUT VOLTAGE

NPNPNP

SENSOR

connection
(bottom)

NCCOM NO INPUT 95 - 265 VAC

Operation
voltage

95...265 V AC
Relay output

NONCCOM

Operating voltage 95 ... 265 V AC

max. 15 VA

115 V AC

< 150 mA

< 300 mA

1

(EN 61439)

2 x LED green

   Current limit LED red

LED green

Operation mode

Operation temperature -25 °C ... 50 °C (-13 °F ... 122 °F)

Storage temperature -40 °C ... 80 °C (-40 °F ... 176 °F)

Output voltage

15 V DC  

450 mA

650 mA

   Remaining ripple < 60 mV
SS 

max

115 V AC with I
max

Input npn / pnp

   max. load 5 A / 230 V AC (24 V DC)

< 1,3 x output voltage

EN 50082-1

2,6·106 h (T
a
 = 40 °C / 104 °F)

Mounting DIN rail EN 60715

0,14 - 2,5 mm²

1 Without load at the output


